
StreetSiren DoubleDeck is an outdoor siren that enables security service 
providers to print their logo and contact details on the Brandplate for display.

to 113 dB at a distance of 1 m
Adjustable

Alarm length: 3−180 s, adjustable1

Jeweller radio technology: 868.0–868.6 MHz

Battery: 4xCR123A, pre-installed 
Up to 5 years of battery life
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Tech Specs

StreetSiren DoubleDeck
with Brandplate

StreetSiren DoubleDeck looks different from the original model. But it has the same features under the hood. The new siren generates
a sound of up to 113 dB, uses an accelerometer to detect removal attempts, operates up to 5 years on pre-installed batteries, and
can be powered from a 12 V DC supply.

Looks distinct, sounds alike

Optional supply: 12 V, 1.5 A DC

Protection class: IP54

Anti-sabotage:
Device forgery prevention
Jamming detection
Tampering alarm
Accelerometer alarm
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Operating temperature range: 
From -25°С to +50°С

Operating humidity: Up to 95%

Dimensions: 200 × 200 × 55 mm

Weight: 571 g

Color: Black/White
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StreetSiren
can’t be customized with Brandplate

Get a free printing
If you order 4 batches (40 pcs) 
or more you have the option to 
request a free printing of your 
mockup on Brandplates. It may 
include company logo, name,
and contact info.

StreetSiren DoubleDeck
comes without a cover

Brandplates
Customizable covers for 
StreetSiren DoubleDeck
Sold in batches
One batch: 10 pcs 

How to order

StreetSiren DoubleDeck 
with Brandplate

¹ Alarm duration of 3 to 15 minutes is available only for sirens with firmware version 5.60.4.14 or higher. The function
is available in the USA and Canada only when the siren is connected to the hub with NA X.X.X firmware version.


